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' 23% This is the Ingress Protection Rating given to

equipment and enclosures. The iX104C? tablets are

IP67 rated, equivalent to submersion in 30cm of wa-

ter. This also means that in a very dusty environment

such as unsealed roads the unit is 100% protected.
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Intel Centrino technology at 1.1Ghz for advanced

wireless networking and power computing compara-

ble to standard desktop and laptop PCs

colour LCD, 16M colours, optical

hanced indoor/outdoor readability
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High contrast, high brightness

(
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User accessible SIM slot for
GPRS
l 5 %*+ - 1 - * 50
Support for accurate digital ink and touch-based
input
\/
61 *

AllVue screen upgrade for en-

On board stereo speakers and
noise canceling microphone
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Protects the systemin 26 directions
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For WAN, WLAN, & PAN
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Programmable quick access but-
tons and 5 way joystick

) - +
2xUSB 2.0, RM45/RJ11 Combo
port, audio in, audio out, 15-pin D-
SuUB
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PHYSICAL SPECIFICATIONS

Dimensions - W 284.5mmx H40.60mm x D 209.60mm
Weight - 2kg with standard battery

PROCESSOR SPECIFICATIONS

CPU - Intel PentiumM 733

Chipset - Intel 855GME—400MHz

Processor Speed -11Ghz

MEMORY & STORAGE SPECIFICATIONS

Main RAM - 256MB DDR RAM Optional 512VB & 1GB)
L2 Cache - 2VB on-die
BIOS ROM - 8 Mbit (FWH)
Hard Disk Drive - 40GB IDE HDD (2.5" shock mounted) Optional
80GB IDE HDD
AUDIO SPECIFICATIONS
Audio - AC97 codec
- On-board microphone with noise cancellation
- On-board integrated stereo speakers
INTERFACE SPECIFICATIONS
Wreless Radio Bays - One internal Type 1 or Type Il PC card slot
(PCMCIA cardbus version 3.0)
- One internal mini PCI slot
- One internal OEM radio bay
Wireless LAN - 802.11 alblg
Integrated Interfaces - DCin
-TwoUSB 2.0
- Microphone jack
- Headset jack
- LAN (RJ-45)/Modem (RJ-11) combo port

- 15 pin D-SUB connector for ext. VIGA monitor
- Optional Bluetooth/56k modem combo card
- Remote SIM socket for GPRS
Keypad/User Controls - Application buttons with primary, secondary and
tertiary functions
- Power on/Suspend/Resume button
- Reset button
- Integrated joystick slew control
Status Indicators - Power, charge/DC-in, warning
POWER SPECIFICATIONS
Main Battery (standard) - Two cell removable Lithium ION prisnatic
- 7.4V @5700 mAh (42\\hr)
- Recharge time 2.5 hours (90%)
- Life: upto 3.5 hours
- Suspend life: minimum 3 days
Extended Life Battery - Four cell removable Lithium ION prismatic

(optional) - 7.4V @ 7600 mAh (56Whr)
- Recharge time: 3.5 hours (90%9
- Life: up to 6 hours
- Suspend life: minimum 5 days
Bridge Battery - Six cell NIMH, 45 mAh
- Life (with suspend-to-RAM on bridge battery
only): 5 minutes from full charge
AC Adapter - Auto sensing 100-240V, 50-60Hz supplying
19VDC, 3.42A current
Battery Storage - Temperature: 320to 140°F (0°to 60°C) at 40%-
60%
(recommended) capacity
Battery Charge - Temperature: 320 to 113°F (0°to 45°C)
(recommended)
ADDITIONAL SPECIFICATIONS
Operating System - Microsoft Windows XP Pro Tablet Edition

“Beforewe found Xplore' srugged tab-
let, we tested various devices which
looked good on paper, but failed in re-
ality. It wasa challengeto find atruly

ruggedised tablet” Erik Nilsson, Project
M anager, Saab Training Systems.

ENVIRONMENTAL SPECIFICATIONS
Temperature -MIL-STD-810F methods 501.4 & 502.4
Operating: -4° T0 140° F (-2° T0 609C)
Storage: -40° to 1679 F (-40° to 75°C)
Cold Boat (battery): 320 F (o° C) @ 70%charge
Cold Boot (AC adapter): any
- 1.59C <&° C/minute over —20° Cto 60° C
-MIL-STD 810F method 507.4
0%t0 95% non-condensing
-MIL-STD 810F method 516.5
Upto 4’ drop to concrete, all surfaces, edges and
comers
-MIL-STD-810F method 516.5
75g, 11ms, Terminal sawtocth
-MIL-STD 810F method 514.5 C-17
0.4g"2/Hz, 20Hz—1000Hz
-6dB/octive 1000Hz—2000 Hz
-MIL-STD 810F method 514.5 C-17
Composite wheeled vehicle
-MIL-STD 810F method 512.4 procedure 1
Immersion in 30cmwater for 30 minutes
-MIL-STD 810F method 510.4 procedure 1
Sand & dust: Particle size <149 um, 10 7 g/m3
particle density, 1.5 m/'s to 8.9 m/'s wind speed
-MIL-STD 810F method 509.4
Salt fog: 5% saline for 48 hours (12 west, 12 dry, 2
cycles)
-MIL-STD 810F method 505.4
Solar radiation: 120 Wm2 (355 Btu/ft2/hr) UVB @
50°C,
7x24 hr cycles)
- Contamination by fluids: Detergents, brake fluid,
aromatic hydrocarbons)
- IP67 equivalence (up to 30cm water)
AGENCY APPROVALS
Emissions

Thermal Shock
Humidity

Transit Shock

Crash Shock

Vibration

Vehicular Vibration

Enclosure Class

- EN55022 (CISPR22) Class B

-FCC15, Class B

-DOCClass B

- CEMark

- EN55024

-FCC15, ClassB

-DOCClass B

- UL and cUL listed, UL 1950, third edition

- TuvVT—Mark, EN60950

- UL and cUL listed, UL 1604 with 41\Whr and
55Whr batteries and all wireless radios

- e-mark approval, e11 022821

- Atex Zone 2, Category 3

DISPLAY SPECIFICATIONS

Display -10.4" XGA TFT (1024x768), 16M Colours

- 32 bit true colour

- Active digital sensor

- Optional active digital sensor and pen & resistive
touch digitizer (Dual Mode)

- Optional AllMue™ LCD Technology for enhanced
indoor/outdoor display

- 16levels

- Vertical 100 (minimum) Horizontal 300 (minimum)

- Typical 250:1 (minimum 100:1)

- Intel Extreme Graphics 2 technology

- 64VB shared memory

Immunity

Safety

Brightness
Viewing Angle
Contrast Ratios
VRAM

“By equipping itstechnicians with rugged tablet computersto capture datain all weather,

this electric utilities company is achieving nearly 100% database accuracy.” Mobile Computing,
12/3/2005—Hydr o One Toronto

“I used to handle 50 to 60 carsdaily. Thetablet PC is more powerful than our previous
handheld device, so I’m now handling and reporting between 135 and 140 carsa day.” Tony

Guardalabene, BNSF Railway Company, Texas

“ESRI® and Xplore Work Together to Provide M obile Geographic Information Systems (GIS)” Austin, Texas 25/7/2005
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